
The 3 Dimensions
of Soil

Compaction

To understand and be able to act on compaction, a 
complete characterization in three dimensions is 

needed: location, depth and intensity.

Automated Soil
Compaction Meter

Ideal for agronomic research 
works, it has the capacity for a 
large number of measurements 
with complete data of intensity 
and depth.

Integrated battery

Integrated wheels for
transport

Automated operation

Ease and simplicity
of use

Automated
Soil Compaction
Meter for Large Areas

Equipment for performance in 
large areas. E�cient and robust, it 
can be installed in di�erent 
vehicles.

For large measurements
quantity

The best solution for
compaction maps

Fully automated
operation

An online system, with data
saved in the cloud and sync

between Web and App

Falker Compact © 2020 - Falker

Prof.(cm)

R.P
(kPa)

0

5

10

15

20

25

30

35

40

45

50

55

60

500

500

3000

3000

Medição 0003

Trabalho

edição

edição

Tipo de Cone

2

Profundidade Máxima
60 cm

Resolução da Medição
de Profundidade

2.5 cmOcorrência de Excesso
de Velocidade

Não

Medição Completa 
(até Prof. Máxima)

Sim

Modi cada

Não

14:3203/02/18
Lat. 000° 00.0000' S

Long. 000° 00.0000' W

R.P. Máxima
3774 kPa
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App Web

Full reports
for presenting

measurements results

Bluetooth
Connection

Digital Soil
Compaction Meter

Portable and precise equipment, 
ideal for spot measurements to 
identify the compacted layer 
during all phases of crop 
development.

Integrated GPS

USB transfer
and Bluetooth

Results from every centimeter of
the analyzed  pro�le up to 60 cm

Graphic display for fast
reading

Modern and robust design

Simple to operate and
instant result

NEW

SOIL COMPACTION


